






Attach Faucet Assembly and Plug on the two sides of the outer box.

A flexible pipe may also be attached instead of the faucet.

Using plumber’s putty or Teflon thread tape will make a better seal.

These accessories are provided with each Zimba unit















Functional Features

1. Weight of the each Zimba unit without chlorine solution is 10 
kg.

2. Capacity of chlorine tank is 3 litre.

3. Flush volume is approximately 12 litre.

4. Average flushing speed is 55 litre per minute.

5. Dose volume is variable between 2.5 ml and 6.0 ml.

6. Except for the food grade fiberglass outer casing, all other 
components are made of recyclable Polypropylene.

7. All metallic nuts and bolts are of Stainless Steel.



A cup with a hole at the bottom is attached below the entry point of untreated 
water. This should restrict the flow of water entering the device to 15 litre/min. 







For community use we recommend a set-up as shown below.

Advantages:

1. Allows sufficient contact 
time of chlorine.

2. A single person may be 
trained to refill chlorine.

3. A single person has to 
operate once a day.

4. Minimum behavior 
change required for the 
beneficiaries. 



For any technical issues kindly contact us at

Email: suprio@zimbawater.com / 
firefly.power@yahoo.com

Phone / Whatsapp: +91 98305 82422
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